CASING NEOPRENE PULL— - STANDARD STAINLESS STEEL
OVER END SEAL WITH CASING SPACERS WITH
STAINLESS STEEL STRAPS RUNNERS. WIDTH=8" OR S —
CUN TRACE. WIRE APPROVED EQUIVALENT
WITHIN CASING ON \ TR B
iy

TOP OF PIPE O

CARRIER PIPE

STEEL CASING PIPE

(SEE TABLE BELOW SLED DETAIL
FOR SIZE AND WALL

THICKNESS)
TRACE WIRE -

OVERALL PIPE -STEEL CASING PIPE
JOINT DIMENSION

- GLASS FILLED POLYMER
FPLASTIC OR

CARRIER PIPE- POLYETHYLENE RUNNER

PVC SDR35 OR OTHER

S A N % (TOP 1" CLEARANCE—TYP)

STAINLESS STEEL

4 SPACERS PER 20 SPACER—SKID CLAMP

PIPE LENGTH

PIPE CASING DETAIL

CARRIER PIPE | CASING PIPE

NOMINAL @ MIN OD L

6" | 16" | 0375
8" , 20" . 0.375"

‘ 24" . 0.375
12" , 30" | 0.375"

‘ 36” .~ 0.500”
18" | 42" . 0.500"
24" ‘ 48" . 0.500"
30 _ 54" . 0.500”

DATE

10/25/2019 N PIPE CASING AND
SOUTHWEST METROPOLITAN SPACER DETAIL

DRS‘@‘SNG WATER & SANITATION DISTRICT




